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DEVELOPER/ OWNER INFORMATION.  CHICK-FIL-A, INC
5200 BUFFINGTON ROAD
ATLANTA, GA 3034
CHAD ROSS
CHAD ROSS@CFACORP.COM

DESIGNER INFORMATION: HILL FOLEY ROSSI, LLC
3880 PLEASANT HILL ROAD
SUITE 200
DULUTH, GA 30096
CASEY DURDEN, P.E.
CDURDEN@HFRAA.COM

FROJECT LOCATION: 9905 MATTHEWS PARK DRIVE
MATTHEWS, NC 26105

PROPERTY AREA 1.40 ACRES

BUILDING AREA

EXISTING BUILDING AREA 44,317 SF (TO BE DEMOLISHED)
PROPOSED BUILDING AREA 44,988 SF (P13.5E-LRG)
ZONING B-H (HIGHWAY BUSINESS)
NUMBER OF SEATS

INDOOR 132 SEATS

OUTDOOR 16 SEATS +

TOTAL= 148 SEATS

EXISTING PARKING

REGULAR 53 5PACES
ACCESSIBLE 4 SPACES +
PARKING EXISTING = 57 SPACES
PARKING REQUIRED

MINIMUL PARKING (CITY OF CITY OF MATTHEWS, NC UDO)
= 18P/ 35EATS + 1 5P FOR EVERY 2 EMPLOYEES

SEATS = 148 TOTAL
EMPLOYEES =20
14B SEATS /1 3) + 10 SPACES (EMPLOYEES)

PARKING REQUIRED = 60 SPACES

PARKING PROVIDED

REGULAR 59 SPACES
ACCESSIBLE 3 SPACES +
PARKING FROVIDE 62 SPACES

PARKING PROVIDED = 62 SPACES > PARKING REQUIRED =60 SPACES

BICYCLE SPACES = 10% OF TOTAL PARKING = § SPACES

BUILDING SETBACKS (CITY OF MATTHEWS NG, UDO TABLE 155 604 2)

STREET / PERIMETER: 40
LEFT SIDE: 1o
RIGHT SIDE: o
REAR: 10
LANDSCAPE

LANDSCAPE STRIP &

SITE LEGEND
EXISTING PAVEMENT SECTION
2" MILL AND OVERLAY ASPHALT SECTION
NEW DRIVE THRU CONCRETE PAVING SECTION @

PROPOSED SIDEWALK CONCRETE SECTION

PARKING SPACES

PROPOSED CURB AND GUTTER .m
&

— EXISTING CURB AND GUTTER

SWsL2e 247 SINGLE WHITE SOLID LINE
SYSU4 4" SINGLE YELLOW SOLID LINE
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GENERAL NOTES:

CONTRACTOR TO CONFIRM ALL UNDERGROUND NEW AND/OR EXISTING WATER,
IRRIGATION, GAS SEWER AND ELECTRICAL IS UNDAMAGED PRIOR TO
INSTALLING CONCRETE/ASPHALT LEAKS AND/OR REPAIRS WILL BE AT
CONTRACTOR EXPENSE

THE CONTRACTOR IS RESFONSIBLE FOR COORDINATING WITH THE OPERATOR'S
LANDSCAPE AND IRRIGATION VENDOR TO ENSURE THAT INSTALLATION AND
PROTECTION OF EXISTING PLANT MATERIAL.

BEMOLITION OF EXISTING LANDSCAPING NECESSARY FOR THE CONTRACTOR
TO ACCOMPLISH THE SCOPE OF WORK SHALL BE BY THE CONTRACTOR. TREE
AND SHRUB REMOVAL NEEDED FOR BUILDING ADDITIONS OR PARKING LOT
ADDITIONS SHALL BE BY THE CONTRACTOR

SURVEY REFERENCE

INFORMATION SHOWN HAS BEEN BASED ON AN ELECTRONIC AS-BUILT SURVEY BY
MSP, INC. DATED 8-15.2021

(SIGNAL/MEDIAN BREAK TO BE -

REMOVED BY NCDOT)
FUTURE R/IN, R/OUT.

NOTICE: PEDESTRIAN SAFETY

THE CONTRACTOR SHALL TAKE NECESSARY MEASURES TO SEPARATE EACH
WORK AREA FROM PEDESTRIAN TRAFFIC AND TO ENSURE SAFE PEDESTRIAN
PASSAGE AT ALL TIMES.

THE CONTRACTOR SHALL ALSO UTILIZE SAFE WARNING SIGNS, BARRICADES
AND OTHER RELATED MEASURES, AS NECESSARY. THE CONTRACTOR SHALL
COORDINATE PERIODICALLY WITH THE PROJECT MANAGER TO REVIEW
SAFETY CONCERNS AND ADVISE ON ACTIVE WORK AREAS

EX\STING MEDIAN

- HWY. 74/ EAST INDEPENDENCE BLV

“FUTURE NCDOT PROJECT U=2509 (FINAL DESIGN ETA 2023)

(200" PUBLIC RiW)

CURRENT 2/9/2022
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GUTTER LINE
TRANSITION, Sy EXISTING DRIVE-1

AERIAL — . =
IMAGE ¥ SAWCUT LINE B Hi
¢« EXISTING ASPHALT AND Y,

SITE PLAN DESIGN NOTES & KEY PLAN Pt [ -RROFOSEDASEHALT"

{ REPLACEMENT Y
SIDEWALK AREAS ‘GEHERAL SITE AREAS i
[2] Hanoicar RampwirH FLARED SIDES STOP LINE GRAPHIC .
[3] m-ume wanocar Raue (23) PAINTED HANDICAR PARKING SYMBOL (TP} W’
8] swiicanis cowide STANDARD PARKING STALL & STRIPING DETAIL (1Y)
NEW 24" CURB AND GUTTER (%] & crosswaik DETAIL
TYPICAL CONCRETE SIDEWALK DETAIL FLAGPOLE - WITH GROUNDING
P ECX SERIES 50 FOOT FLAG POLE PACKAGE BY APPROVED
ALUMINUM HANDRAIL VENDORS THE FLAG COMPANY OR ATLAS FLAGS,
SITE SIGNAGE

DRIVE-THRU AREAS
MENU BOARD & CANOPY ORDERING STATION
DIRECTIONAL ARROW (TYP) (L)

DRIVE-THRU GRAPHICS (-2)
&

DRIVE THRU FOR FACE-TO-FACE ORDERING
@ ORIVE THRU ORDER POINT ISLAND CURB| %

BOLLARD DETAIL %

(10
[28] oRve THRU cLEARANCE BAR - g-.n-

= ALL SITE METALS TO BE PAINTED DARK BRONZE INCLUDING
@ CONCRETE PAVING AT DRIVE THRU LANE DIRECTIONAL SIGNAGE. (SITE LIGHTING IS EXCLUDED,)
“SHERWIN WILLAMS BRONZETONE CUSTOM COLOR CHART -

CONTROL JOINT 12412 MAX
DARK BRONZE*

TRAVERSE & LONGITUDINAL CONTRACTION JOINT
1ZX1Z TYPICAL
TYPICAL ASPHALT PAVEMENT SECTION.

DUMPSTER/STORAGE BUILDING WITH CONCRETE
2| 2 CONCRETE STRIP WITH STRIPING AT DUAL AFPROACH PAD (SEE ARCH. PLANS)
GATES TO BE INSTALLED BY BUILDING
CONTRACTOR WITH DUMPSTER STRUCTURE
COORDINATE WITH PAVEMENT INSTALLATION

[2] mery oaro Loor peTECTION SvsTEM % [52] cotcreTs aproN AT TRASH ENCLBSURE

[Il DIRECTIONAL SIGNAGE

DEPARTMENT OF TRANSPORTATION.
“STOP™ SIGN R1-1 (30°X30°)
HANDICAP SIGN (REGULAR)
INBOLLARD

HANDICAP SIGN (VAN)

1N BOLLARD

“DRIVE-THRU" SIGN

\e7y) |E| "ONE WAY" SIGN

[1F) cmck FiLa pirecTIoNAL siaH (ENTER/EXIT)

! PROPOSED
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SEE GHICKFIL-A DESIGH AND CONSTRUCTION GisDeLnes  FLARED RAMP
(SHEETS COO.C03 A0 At 2rev 11 DATED 111821,
& RELATED WMANUFACTURER S-OP DRAWNGS

ALL SIGHS SHALL CONFORM TO THE "MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES® BY THE U.S

I

Jj_

N3451'017 W 359180

FACE-TO-FACE (F2F]
ORDER POINT CANCPY PROPOSED HALI PROPOSED #7 FT. CIP WALL WITH

FOR DELIVERIES

(PB. 25, PG. 73)

SLEEP INN

()
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STORMWATER NOTE

REFERENCE IS MADE TO THE ENGINEERING PLANS BY COFER TECHNICAL SERVICES,
INC. DATED 7-29-92. NOTE #14. SUBJECT SITE IS PART OF EXISTING OFFSITE
DETENTION POND. ASSOGIATED REDVELOPMENT WILL RESULT IN A DECREASE OF
BUILT UPON AREA. NO PROPOSED STORM WATER TREATMENT HAS BEEN PROPOSED

PRE DEVELOPMENT BUA: 47,076 SF

PROPOSED POST DEVELOPED BUA: 45,817 SF (MEASURED)

RUCK DELIVERY SIGN [1] "pomor enter sian @S-y
[1H]-no TRucks® peLverysion [1K] ~viEwo o PepESTRIANS SIGH

BRICK TO MATCH BLDG. EXTEND 24"
WITHOUT DOMES, ABOVE GRADE FOR BARRIER IMPACT

M
12100 VENTURA BLVD,
ASSOC.

s 19373138
(08 26817, PG 273)

\‘}}‘

(o]

" _EXISTING DRIVE TO
BE REMOVED AND
REPLACED BY NCDOT

IDEWALK
NOT SHOWN ON
SURVEY. LOCATION
APPROXIMATED FROM
AERIAL IMAGERY

LIVERY (OMD) CANOPY

‘SEE CHICK.FIL-A DESIGN AND CONSTRUCTION GUIDEL!

(SHEETSCOO.C03, A4D- A4 27av. 11 DATED 1118.21)
& RELATED MANUFACTURER SHOP DRAWINGS.

PROPOSED
TRANSFORMER
RELOCATION

| Dide Prea o
Boz~ of Com

CHICK-FIL-A

Matthews

Chick-fil-A

5200 Buffington Road
Atlanta, Georgia 30349

LBASSOCIATES

ARCHITECTURE
ENGINEERING

3680 Pleasant Hill Road

Suite 200
Duluth, Georgia 30036
pP770.622.9858
1 770.622.9535
www.hillfoleyrossi cam
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EXISTING MEDIAN
= HWY. 74/ EAST INDEPENDENCE BLVD.
: N FUTURE NCDOT PROJECT U-2509 (FINAL DESIGN ETA 2023) e
o ( 200' PUBLIC R/W)

LANDSCAPE REQUIREMENTS Chick-fil-A
A. STREETSCAPE LANDSCAPING
- 5200 Buffington Road
1. (1) large ma! g F; lart furin hall ba 2° cal, 8 hy S
b S SSs Atlanta, Georgia 30349-2998
No trees proposed due to new NCDOT right-of-way and utility easement conflicts

JExisling Tree to Remain-------- -
Eigling Landscape 1o Remain e

Repalr{ replace all disturbed sod as needed
Z—Exisy'ﬁg:‘T;ea lo Remain i

10

el
o

wreancel

Windsor Square Dr: 170 LF /40 LF
3 existing trees, 2 willow cak

5 strest trees required

5 street trees provided m

Matthews Park Dr: (330 LF - 64 LF of driveway) / 40 LF 7 street lress required
sa 2 black gum, 5 Alles elm 7 street trees provided

.
.‘ 2-Aslalic Jasmiy R e man [e )

40'Perking Lol R 1. (1) rme and 10 shrubs per 5 LF, lrge maluing voe shallba 2 cal, & hgt small maturng o shall be 15°cal, & hat AR O
1l (180 LF - 27 LF of driveway - 20 LF of sasament) 50 LF = 3 Irees required i :
I 0 3 willow oak 3 fress provided 770.442.8171 12l
(180 LF - 27 LF of driveway - 20 LF of easement) /50 LF x 10 = 27 shrubs required 7704421123 fax
27 needlepoint holly 27 shrubs provided

"o

%— ?—Red Encore

Ha IHVNOS HOSANIM

ius

1
1 I
|
|
)

I
1
| 32-Big Blug Liriope 58
8-Red Encore Azalea ——7
10-Rosg Creek Abelid
21-Needllspoint Holly
|

Manlzy Land Design, Inc.
51 Old Canton Street
Alpharetta, Georgia 30009

| C. PARKING LOT LANDSCAPING
1. No parking space shall be located more than 40' from a tree
See plan for 40 radius

(M/d O11and .08)

manleylanddesign.com

~

Parking within 12" of a street property line shall be scresned with a row of shrubs 36° height at pianting
Araw of neadlzpaint hily at 36 height is provided to screen parking lat

9-Asialic Jasmine
g 1-Existing 'l'l$m

/— g8 lo Remain
y Tree Protechion Fence

f D. TREE CANOPY REQUIREMENTS
26-Red Encgre Azalea 1. Zane BH (CD): tree canopy requirement of 12%

L 27-Neadlé Phint Holly Large maturing tree is calculated to provided 1,200 SF of canapy; small maturing tree is calculated to provide 400 SF of canopy
3 /— 5-Willow Oﬁ (53,633 SF - 6,538 SF of utiity easement) x 12% = 5,700 SF of canopy coverage required

- 3Exisling Tree |
2-Willow Ozk —
I 10-Red Encore Azalea

= - . :
N wsigh e o
J 50-Big Blug Liriope ————— 1

/ 3-Emerald Green Arborvitae ——
i i | s i 9-Red Encore Azalea
i K 3Emerald Green Arborvitae N |

- 12-Red Encore Azalea —\,&.

]
1

i ary  Tree Inches Canopy Coverage Total Canopy Coverage
}: i 4 BlackGum 3 1200 4800
Iy

ENTh

7 Willow Oak 4 1200 = 8400
3 Shumard 4 1200 = 3600
6 4 =

o

Allze Elm 1200 7200
Total &f of Canopy Coverage 24,000 SF of canopy coverage provided

E. TREE REPLACEMENT
1. Purposeful removal of any tree approved in the original planting plan to be replaced ata 1:1 ratio
Repiacsment Irees shall be in substantally the same locations; trees to ba 4° cal min

SEEGR

=

127 +18"+20" + 12 = 62 inches lo be remaved
28" of willow ozk, 12° of shumard oak, 24" of Allea elm = 64 inches provided

!
| aw sioee
H
'

LANDSCAPE NOTES
ATLANTIC

1. Landscape Contraclor to read and understand the Landscape Specifications (shest L-102) prior to finalizing
bids. The Landscape Specifications shall be adhered o hroughout the conslruction process.
2. Contraclor is responsible for locating and protecting all underground utlities prior to digging.
3. Contractor is responsile for protecting existing ress from damage during construction,
- 4 Alltres jon davices to be i o to the start of land disturbance, and maintained until final
|andscaping.
5. All ree protection areas lo be protected from sedimentation.

= i N s
6-E &1l Arborvitae % ; 6. All ree protection fencing to be inspected daily, and repairsd or replaced as needsd.
3-Emerald Green Arborvitas 7. No parking, storage or olher construction activities ara lo occur wilhin ree pratection areas.

SErNeed\epoin;JHully
1-Black Gum / MATTHEWS PARK DR. 6-Allee Eim - 8. Al planting areas shall be cleand of construction debris (e. concrete, rock, ubbls, building materals, etc)prior

y Al - o' PRI RIW) N ) ' — 3Edsling Tree lobe Removed e o adding and spreading of the topsoil.
-Rosa g and spreading tops
gﬂ-Gu\dSﬁT:l!:ab ;;:aEyed Silsan (40 PRIVATE R/W) Rock Mulch 9. General Contraclor is respansibla for adding a min of 4" clean friable topsail in all planting beds and all grassed
* (PB» 25, PG. 73) areas. Graded areas to be held down the appropriate elavation to account for lopsail depth. See Landscape
SEE o Specifications for required topsall characleristics.

10. In all parking lat islands, the General Conlractor is respansible to remove all debris, fracturefloosen subgrade to
amin. 24" depth. Add topsoil to a 6°-8" berm height above island curbing; refer lo landscape specifications and
landscape island detail.

11. Prior lo beginning work, the Landscape Cantractor shall inspect the subgrade, genzral site condilions, verify
elevalions, ulility locations, imigation, approve topsoil provided by he General Contractor and cbserve the site #
condilions under which the work is to b dana. Motify the Genaral Conlractor of any unsatisfactory conditions,
work shall not proceed until such conditions have been correclad and are acceplable lo the Landscape
Contractor. EVISION SCHEDULE

12. Any deviations from the approved set of plans are to ba approved by the Landscape Architect, NO. DATE  DESCRIPTION

13. Landscaping shall be installed in conformance with ANSI Z60.1 the “American Standard for Nursery Stock” and

PLANT LIST the accepted standards of the American Association of Nurserymen.
LEGEND A

1 2-Black Gum =
[ 8-Rose Creek Abslia

Lt 23-Goldsturm Black Eyed Susan
Wl 19-Big Blue Liriope

i .-
i AL

QUN
prounn

Matthews, NC 28105

& CHICK-FIL-A
o Matthews

&3 9905 Matthews Park Drive

o

-

— . 14, Existing grass in propased planting areas shall be killed and remaved. Hand rake to remove all rocks and debris
L - ; L larger than 1 inch in diameller, prior to adding topsoil and planting shrubs.
15. Sail to be lested to delermine fertiizer and lime requirements prior lo laying sod.
4 Nyssa sylvalica Black Gum 3" Cal; 12 Hot. 8 & 8, single straight leader 16. Annual and perenn.‘ﬁal beds: add min. 4 inch raysru[ organic material and till to a min. depth of 12 inches. Mulch
7 Quercus phellos Willow Oak 4" Cal; 14' Hgt B &B; single slraight leader annual and parannial beds with 2-3 inch depth of mini nuggels.
. 3 3 (Quercus shumardi Shumard Oak 4 Cal; 14' Hot B &B; single straight leadsr 17. ﬁléﬁm?::m (ax|s:1|L|iG:r)1d new) lo be mulched wilh a min. 3 inch layer of muich (mulch typa to be: doubls
= 6 |Uimus panifolia ‘Alles’ Alles Elm 4" Cal.; 14' Hgt B & B; single straight leader 18, Planting holes o be dug a minimum of twice the with of the roat ball,for bath shrub and rez. Set plant LD PROECTH Nz
- R __|Shrubs malarial 2-3" above finish grade. Backiill planting pil with topsail and native excavated soil, PRINTED FOR
If ® \ EXISTING TREE TO REMAIN 39 Abslia x chinensis 'Rose Cresk' Rose Crask Abelia 3 Gal. 19. Sedtobe fi_ekvared frash (Cut less than 24 haurs prior lo ap“vvhg on site), laid immediately, rolled, and watsred
\ ,’ 92 Azalea indica ‘Red Encors' Red Encore Azzlea 3Gal theraughly immediataly after planting. Edge of sod at planting beds are to be "V* trenched; ses Landscaps
N "

Trees

Parmit

DATE 121021

DRAWN BY KCN
101 |llex comuta ‘Nesdiepoint Neediepoint Hally 3% Hol Detals

S — P 2 " .
= S st . fin i
15 |Thuja occidentalis ‘Smaragd' Emerald Grezn Arborvitas 5-8' Hgl 20 ;'\nr EE!;“ lgﬂ{:&;iﬁiged during construction to be fully removed, regraded and replaced. Alltire marks and b oot e gt
{ TREE PROTECTION FENCING

Groundcovers 21. Water thoroughly twice in first 24 hours and apply mulch immedialsly. S mamper witul expreas wiln of vemal censen from
S

BdherTed project represantaties,

258 |Liriope muscari ‘Big Blue’ Big Biue Liricps 1Gal Plant 18" 0.C 22. The Landscape Contractor shall guarantee all plants installed for one full year from date of acceplance by the SHEET

owner. All plants shall bs alive and at a vigarous rale of growth at the end of the guarantee period. The
Landscape Contractor shall nol ba responsible for acts of God or vandalism. Sea Landscape Specifications for -
Dther Warranty requirements/expectations, — Landscape Plan

579 Rock Muich Rock Mulch SF. 23 Any plant thatis dstermined dead, in an unhealthy, unsightly condition, lost its shape dus to dead branches, or

other symptoms of poor, non-vigoraus grawth, shall be replaced by the Landscape Conlraclor. See Landscaps

pecifications for warranty requi i

24. Sita lo be 100% irigated in all planting beds and grass area by an aulomalic underground Irrigation Systsm.

Sea Imigation Plan L-200 for design. Imigation as-built shall bs provided to the Landscape Architect within 24 SHEETHUVBER
0 20 40FT hours of irigation install completion,

q H — 25. Slake all evergreen and deciduous lrees as shown in the planting detail and as per the Landscaps L- 1 0 0
Spegifications.

26. Remove slakes and guying from all trees after one year from planting.

Perm
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Project Name: CFA # 0836 MATTH EWS
Subject: STACKING PLANS

Duluth, Georgia 30096
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f770.622.9535
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NG To PDF.pc3

ASSOCIATES

@ Ellndependence Blvd: EiIndependence Expy

- EXISTING DRIVE TO
MAIN ROAD TO BE
CLOSED OFF

!

FUTURE CAR STACKING PLAN

Date: 02.08.2022

HFR 21.418




Architecture m Engineering

February 3, 2022

Town of Matthews

Public Works Department
1600 Tank Town Road
Matthews, NC 28105
704-708-1243
shwoolard@matthewsnc.gov

Re: #836 Chick-fil-A scrape and rebuild — vehicular traffic impacts
9905 Matthews Park Drive

To whom it may concern,

The proposed project includes redeveloping the existing Chick-fil-A restaurant (0836) located at 9905
Matthews Park Drive. The project includes demolishing the existing 4300 sf building and a single lane
drive thru, which accommodates a 20 car stacking queue, and building a new restaurant building site
includes a new 4989 sf building and reconfigured dual lane drive thru allowing for 37 cars to stack in the
queue. The new drive thru configuration is expected to increase safety, vehicular stacking as well as
facilitate better vehicle movements. We have included exhibits documenting the existing and proposed
drive thru configurations.

The existing drive-thru lane has the ability for approximately 20 cars to stack in the queue, which is
reported to have vehicles backing up onto Independence Boulevard. The existing peak hour for the
subject site is 12 PM- 1PM, and on March 20, 2020 there were a reported 198 cars were documented
during the peak hour. The existing average daily vehicle count for 2019 was 1,098 vehicles, and for 2020
was 1,188 vehicles. The most vehicles reported in a single day was 1,380 on March 6, 2020. The vehicle
trip data was obtained using a corporate software program, Tableau, which is utilized during the ordering
process. The vehicle counts recorded were not site specific but were for a similar size Chick-fil-A location
in North Carolina.

The proposed improvements will convert the existing single drive-thru into two lanes and increase the
stacking queue to 37 cars vs. today’s 20 capacity. Furthermore, the existing conditions exhibit illustrates
after 37 cars enter the drive-thru, traffic would be impacted within Independence Boulevard. In contrast
the proposed condition would facilitate approximately 56 cars in the queue before right of way areas
would be impacted. Additionally, during our coordination with NCDOT regarding the proposed
Independence Road Project, the existing curb cuts into the commercial shopping center are to be
removed, therefore alleviating any interference with the vehicular traffic along the Independence
corridor.

Hill Foley Rossi & Associates, LLC
3680 Pleasant Hill Road. Suite 200 B Duluth, Georgia 30096 B P 770 622 9858 ® F 770 622 9535



It should also be noted that a critical component to the drive-thru efficiency is the kitchen size. The new
facility would have a significantly larger area, more updated and efficient equipment along with a more

efficient kitchen layout which all affects the drive-thru timing and vehicle queuing.

In conclusion, the proposed drive-thru improvements will almost double the existing traffic queue
concerns in the drive thru and in our opinion will greatly improve vehicular movements and safety.

Sincerely,
¥ LLLL LT
,.,““"t,;\" CA .t';*""’e..
Fal\ e ¥ e
HEESE ':.\,__?‘./ b

O
L) AR S

1]
e """""-..
N2

'y
L7

Casey Durden, PE

Hill Foley Rossi & Associates, LLC
3680 Pleasant Hill Road, Suite 200 ® Duluth, Georgia 30096 B P 770 622 9858 B F 770 622 9535
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FUTURE CAR STACKING PLAN

Date: 02.03.2022
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